
b:11
AD/AR envelope

b:11 is a dual AD/AR envelope generator. It provides 
two identical sections, each with a gate input, an AT­
TACK knob, a DECAY/RELEASE knob, and an envelope 
output. The envelope length can be adjusted from 
20ms to over a minute. Each channel can work either 
as an AD (ATTACK/DECAY) or AR (ATTACK/RELEASE) en­
velope, selectable via jumpers on the module’s PCB.

Technical specifications:

Operating 
voltages: −12V / +12V

Power draw: 10 mA −12V / 10 mA + 12V

Width: 2 HP

Depth: 29 mm

Gate threshold: +2V

Output amplitude: 0–5V

This product was tested and found 
compliant with the following 
standards:
EN 55032:2015/A11:2020, EN 55035:2017, 
EN IEC 63000:2018.

For details, please visit:
bartinstruments.com/conformity
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b:11 User Manual

Safety and Installation Guide
Ensure your modular system is powered on before installing the module. Only power on 
the system once every module is connected and properly installed in your system using 
the provided screws.

Do not expose the module to moisture or extreme temperatures.

Do not operate the module in environments with severe amount of dust in the air.

The module’s inputs are protected against electrostatic discharge, but be careful when 
handling the module itself.

Only one row of power connectors is present on the module, and it doesn’t matter which 
row of the 10-pin power header is connected to it. Please follow the markings on the back 
of the module to ensure correct power cable orientation. The module is protected against 
reverse power connection.
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